
Electronic Hookswitch Control

Manual Hookswitch

SoundPoint® IP 320 phone*

SoundPoint® IP 330 phone* 

SoundPoint® IP 430 phone

SoundPoint® IP 550 phone

SoundPoint® IP 560 phone

SoundPoint® IP 650 phone

*Requires 2.5mm to RJ-9 adapter 
cord #8800-00-75

SoundPoint® IP 301 phone

SoundPoint® IP 501 phone

SoundPoint® Pro SE 220 phone

SoundPoint® Pro SE 225 phone

SoundPoint® IP 301 phone

SoundPoint® IP 501 phone

SoundPoint® Pro SE 220 phone

SoundPoint® Pro SE 225 phone

Polycom PVXTM  
software application

Wireless Jabra headsets Polycom® phone solutions

Jabra GN9350
for desk phone and PC

Jabra GN9120 EHS*

for desk phone. Available 
in mono/duo versions with 
several microphone options

Jabra GN9350
for desk phone and PC

Jabra  GN9120 Series
for desk phone. Available 
in mono/duo versions with 
several microphone options

4,333 pt

Jabra GN9330
for desk phone

Jabra EHS Adapter

Hookswitch 
functionality
Answer/end calls from 
headset with Jabra GN1000 
remote handset lifter

Jabra Multiuse Series
for desk and mobile phone

Corded Jabra headsets

Jabra GN8120 USB or  
Jabra GN8110 USB

*Jabra GN9120 EHS available Q2

Jabra GN1200 or
Jabra GN1220*

Jabra GN1200 or
Jabra GN1220*

Jabra GN8000 or
Jabra GN8210*

Jabra GN2000 
Flex, NC
Duo

Jabra GN2000 
ST
Duo

Jabra GN2000 
ST
Mono

Jabra GN2000 
Flex, NC
Mono

Jabra GN2100 
Flex, NC
Duo

Jabra GN2100 
ST
Duo

Jabra GN2100 
Flex, NC
Mono (3-in-1)

Jabra GN2100 
ST
Mono (3-in-1)

Jabra GN2000 and Jabra GN2100 are also available 
in USB versions (USB adapter not required) 
NC = Noise cancelling
ST = Soundtube

USB headsets for soft phones

Jabra GN9120 Series requires 
Jabra GN8110 RJ9 Adapter

Jabra GN9350
for desk phone and PC

Jabra GN9120 
Series for PC

Jabra GN9330 
USB for PC

EHS Adapter

Adapter 
not required

Adapter 
not required*

Connection cord

Connection cord
or amplifier

Amplifier

USB adapter


